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FIGURE A 
TYPE G NOZZLE 

GENERAL DESCRIPTION 
The bronze Type G Nozzle (Ref. Fig- 
ure A) is a washdown nozzle for use 
on U.S. Navy ships. It is an external 
deflector type spray nozzle which 
discharges a filled cone of small water 
droplets at a relatively low velocity. 
Four frame arms are used to support 
the deflector in order to help protect 
it from mechanical damage. 

APPROVALS AND STANDARDS 
The “G in a Triangle” trademarked 
bronze Type G Nozzle is manufac- 
tured in compliance with NAVSEA 

Drawing No. 803-1385828 and it has 
been qualified to the High Impact 
Shock requirements of MIL-S-9OlC 
(Navy), Grade A, Hull Mounted, Class 
I, Light Weight Test. 

The Type G Nozzles must be installed 
in compliance with the standards of 
the Fire Protection Branch of the 
Ship Systems Directorate, Naval Sea 
Systems Command. 

TECHNICAL DATA 
The nominal discharge curve for the 
Type G Nozzle is plotted in Figure 8 
and it represents the flow “Q” in U.S. 
gallons per minute (GPM) as deter- 
mined by the formula: Q = K <p; 
where the nominal nozzle discharge 
coefficient “K” = 3.02 and “p” = 
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pressure in pounds per square inch 

(Psi). 

The design of water spray systems 
using the Type G Nozzle is to be in 
accordance with the applicable stan- 
dards of the Naval Sea Systems Com- 
mand. The recommended range of 

flowing (i.e., residual) pressures at the 
Nozzle inlet is 20 to 60 psi and the 
nominal included angle of water dis- 
charge, at the deflector, is 125O. 

The Body of the Nozzle is cast from 
aluminum bronze per ASTM B148 

(UNS C95300). the Splitter is naval 
brass per ASTM B24 (UNS C46400). 
and the deflector is silicon bronze per 

ASTM B96 (UNS C65500). 

In addition to the “G in a Triangle” 
trademark, each Body has the designa- 
tion G-125-.328 cast in indented 
letters along one side of the Body. 

MAINTENANCE 
The Type G Nozzle requires regularly 
scheduled inspection and maintenance. 
For instructions, refer to the Preventa- 
tive Maintenance System of the U.S. 
Navy. 

WARRANTY 
Seller warrants for a period of one 
year from the date of shipment (war- 
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ranty period) that the products fur- 
nished hereunder will be free from de- 
fects in material and workmanship. 

For firther details on Warranty, see 
Price List. 

ORDERING PROCEDURE 
All orders for the bronze Type G Noz- 
zles must include the description and 
Product Symbol Number (PSN). 

Specify: Bronze Type G Nozzle, 
PSN 49-554-l -328. 

WEIGHT 
The nominal weight of the bronze 
Type G Nozzle is 0.3 pounds. 

@ Reg. trademark of GRINNELL CORPORATION, 3 TYCO PARK, EXETER, NH 03833 A tJJCOINTERNATIONAL LTD. COMPANY 
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