
AUTOMATIC SPRINKLERS, BULB TYPE 
UPRIGHT AND PENDENT, l/2” ORIFICE - STAINLESS STEEL 

UPRIGHT PENDENT 

DESCRIPTION (psi). Listing standards permit the 
actual value of “K” to vary from 5.3 
to 5.8. 

3” 
nm 

Stainless Steel % inch Orifice Upright 
and Pendent Sprinklers are glass bulb 
type sprinklers with stainless steel ex- 
posed metallic components. These 
sprinklers are designed for use in areas 
where corrosive conditions warrant the 
use of stainless steel. Stainless Steel 
Sprinklers are available with tempera- 
ture ratings and color codes as shown 
in the tables. 

INSTALLATION 
Stainless Steel Sprinklers should be in- 
stalled in compliance with standards of 
the National Fire Protection Associa- 
tion and/or any other authorities 
having jurisdiction. 

CARE AND MAINTENANCE 
Automatic Sprinklers must never be 
shipped or stored where their temper- 
atures will exceed lOOF/38C and they 
must never be painted, plated, coated 
or otherwise altered after leaving the 
factory. Modified sprinklers must be 
replaced. 

Care must be exercised to avoid dam- 
age to the sprinklers - both before 
and after installation. Sprinklers dam- 
aged by dropping, striking, wrench 
twist/slippage, or the like, must be 
replaced. 

DISCHARGE CAPACITY 
The nominal discharge curve plotted 
on the graph represents the flow “0” 
in U. S. gallons per minute (gpm) as 
determined by the formula: Q=K \rp; 
where the nominal sprinkler discharge 
coefficient “K” = 5.55 and “p” = 
pressure in pounds per square inch 

Printed in U.S.A. 1 O-78 

Components: 
1 -Frame 
3-Upper Bulb 

Seat 
4-Lower Bulb 

Seat 
5-Pin 
6-Button 
7-Spacer 
8-Spring 

Plates 
g-Deflector, 

SSU-3 for 
Upright 
Sprinkler, 
SSP-1 for 
Pendent 
Sprinkler 

11 --Bulb 

TABLE A 

DISCH*RGE IW U.S. eAuONS PER YlWUTE (WY, 

NOMINAL DISCHARGE CURVE 

CONVERSION FACTORS 
The following is a list of factors for 
converting English units of measure- 
ment referenced herein to equivalent 
SI (International System) units. Items 
marked with an asterisk are not SI 
units; however, are included since they 
are commonly used in many countries. 

TABLE B 
EXPORT ONLY 

ORDERING PROCEDURE 
Orders for Stainless Steel Sprinklers 
per Table A must reference the Prod- 
uct Symbol Numbers (PSN) for the 
sprinklers required. 

To Order Sprinklers per Table A 
Specify: 
Stainless Steel (temperature rating), 
%” orifice, (upright/pendent) Sprink- 
lers, PSN (specify). 

Upright Sprinklers 
135t57C. . . . . . . . PSN 51-936-l-135 
175Fl79C . . . . . . . PSN 51-936-l-l 75 

Pendent Sprinklers 
135Fl57C . . . . . . . PSN 51-940-1-135 
175Fi79C . . . . . . . PSN 51-940-I-175 

To Order Sprinklers per Table B 
Specify: 
Stainless Steel (temperature rating), 
%” orifice, (upright/penddnt) Sprink- 
lers (Product Symbol Numbers need 
not be specified). 

1 inch = .25.400 mm 
1 psi = 6.895 kPa 

= 0.0689 bar* 
= 0.0703 kg/cm** 

1 gallon = 3.785 dm3 
= 3.785 litres* 

TD58lM (Formerly ASD/23) 
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